Schnellstart: TECControl

Software Installation

4 TECControl

License Agreement

Flease take a moment to read the icenze agreement now. |f you accept the terms below, click
Agree”’, then "Mext”. Othenwize click "Cancel".

License Agreement

1. English
2. German

.1

1] TECControl

choose components

ou can select which of the four compaonents pou want to install

|| Driver Software

|| Service

Tﬁis Software is distributed form J. Schneider Elektrotechnik GmbH as an

accessory for the DC-UPS. It is only allowed to use this application with J.
Schneider Elektrotechnik GmbH DC-UPS Systems. It is not allowed to copy the -~

{01 Do Mat Agree

@ | Agree

140411

1 TECControl

Select Installation Folder

The inztaller will inztall TE CContral ta the following folder.

Tainztall in thiz folder, click "MNest". To install to a different falder, enter it below or chck "Browse"

Folder:

.E:"sF'rngram Filesh). Schneider Elektrotechnil. GmbHYTECCaontral', | Browse...

| DiskCost..

Install TECContral for yourself, ar for anyone who uses this computer:

‘@ Evemone

O Just me

Cancel Cancel | | £ Back | l Mewxt =

3. Wahlweise kann zu der Windows-
Software noch der Geratetreiber und

der TECControl-Dienst installiert
werden.

2 . Der Installationsordner und die
Benutzer der TECControl-Software
konnen frei gewahlit werden.

1. Um die Installation starten zu kénnen
muss der Lizenzvereinbarung
zugestimmt werden.

Ablaufschema

TECControl Dienst

| | i | | i
| | | I
| |
PC |&uft } } |Auft
| |
| ; | i | |
| I |
Netz ' : | :
| : |
| | |
| | | i : : i
TECControl Uberwachung TS oo Shutdown-Signal | fahrt PC : : Uberwachung
Dienst Netz zur UsV herunter | | Netzsignal
| |

I,

TECControl Zusammenhang Dienst und Windows Applikation

PC Windows wird Windows wartet Benutzer Windows wird _—
PG Startet vorbereitet auf Anmeldung | Anmeldung gestartet Ll Ll SETHEZE EAHEICLN
TECControl wird von Windows iiberwacht die USV Verbindung zur Verbindet sich mit
Dienst gestartet USV wird getrennt der USV
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Schnellstart: TECControl
Bedienung TECControl Software

{§ TECControl

| TECControl

140411

Aligemein |
bei Netzausfall

bei____g_griqg_gr I(._a_ pazit.’a’t |

Verbindung verloren
usv
Dienst

Protokol

Autostart

[+ Autostart

Sprache

Deutsch - ‘

Schnittstelle wahlen

@ automatisch

["] Protokoll erzeugen

Uberwachung Einstellungen ‘ Benutzerverwaltung | Info

Coml manuel Gerdte Art: Serielles Gerdte

speichern unter ‘

J. Schneider Elektrotechnik GmbH

Uberwachung Einstellungen

bel Netzausfall |

bei geringer Kapazitit

R0y eEn
N

Benutzerverwaltung

[¥| Shutdown & Zeit bis Shutdown ( 0-600 sec.)

¥ Kapazitat bertcksichtigen 50 Zeit bis Shutdown bei geringer ( 1-1 sec. )
[¥| Meldung

[¥| Warnton

¥ Datei ausfihren 60 Zeit bis Ausfihren der Datei ( 1-1 sec. )

Datei wahlen |

Y| Shutdown wird fortgesetzt bei "Netz OK"

Datei fihrt Shutdown aus

{§ TECControl

). Schneider Elektrotechnik GmbH

1.

+Allgemein*:

Einstellmoglichkeit fur Sprache,
Schnittstelle, Protokoll und Autostart.

Uberwachung EEEGSCIVGLELRE  Benutzerverwaltung | Info _

Al [g_gnlei n

bei Netzausfall

| Shutdown (mit Netzausfall) 90 Zeit bis Shutdown ( 0-600 sec)

| bei geringer Kapazitat |

_Verbindung verloren
ey
Dienst

Y| Netz beriicksichtigen

V| Meldung
[¥| Warnton

[¥| Datei ausfiihren 55

Datei fiihrt Shutdown aus

Zeit bis Ausfliihren der Datei ( 1-85 sec. )

Datei wahlen |

[¥| Shutdown wird fortgesetzt bei "Kapazitat OK"

J. Schneider Elektrotechnik GmbH

& TecControl

2 ..bei Netzausfall*:

Mogliche Aktionen: System-Shutdown,
Meldung, Warnton, Ausfuhrung einer

externen Datei/Programm.

3. .bei geringer Kapazitat‘:

Mogliche Aktionen: System-Shutdown,
Meldung, Warnton, Ausfuhrung einer

externen Datei/Programm.

Allgemein
bei Netzausfall
bei geringer Kapazitit

Verbindung verloren

VTl Einstellungen

[¥| Meldung

[¥| Warnton

| ¥ Shutdown

[¥] Datei ausfihren

Benutzerverwaltung

60 Zeit bis Shutdown ( 0-600 sec.)

6 Zeit bis Ausfihren der Datei ( 1-600 sec. )

Datel wahlen |

|| Shutdown nach Ausfiihrung fortsetzten

1. Schneider Elektrotechnik GmbH

& TECControl

& TECControl

| Uberwachung ‘ Einstellungen

Allgemein

E Abschaltverzégerung bei

Benutzerverwaltung | Info

ComPort: 10 USY Typ: C-TEC

Wert im Gerat

Schreiben ‘

1. Schneider Elektrotechnik GmbH

Uberwachung Einstellungen Benutzerverwaltung | Info

Allgemein

e LEE 6  Zeit bis Shutdown bei Netzausfall + die Shutdown Signalzeit.

aktuell: Ssec

 bei geringer Kapaitat

Verbindung verloren

[¥] Shutdown bei Verbindung verloren

Dienst

a0 Zeit bis Shutdown ( 0-600 sec.)

1. Schneider Elektrotechnik GmbH

4. w.verbindung verloren®:

Mogliche Aktion: System-Shutdown.

§ TECControl

Benutzerlevel Auswahl

Passwort &ndern

3

Uberwachung Einstellungen

aktueller Benutzer: Level O

altes Passwort

Benutzerverwaltung

Einstellungen sperren

Passwort Eincleren|

neues Passwort  neues Passwort wiederholen

[wierstellig Zahl)

Status

J. Schneider Elektrotechnik GmbH

7 wBenutzerverwaltung*:

Moglichkeit um die Einstellungen der
TECControl zu schiitzen.

5-,,USV“:

Einstellung des Gerateparameters
Abschaltverzogerung bei USB

Shutdown-Signal.

{ TECControl

Uberwachung: Ein

J

Zeit bis Shutdown

Einstellungen |

USV Status: Netzbetrieb [

aktueller Benutzer: Level 0

Benutzerverwaltung | Info

Netz: OK

L A

Zeit bis Dateistart

Kapazitdt: OK

I-“
-_—

Zeit bis Dateistart

; ﬂbemadmng!-‘lﬂppm l

aktueller ComPort: 1 I Verstecken

|| Beenden |

1. Schneider Elektrotechnik GmbH

.Uberwachung*:

"Darstellung des aktuellen USV Status.
Weiter ist es moglich die Uberwachung
zu stoppen und die TECControl zu

verstecken.

Helmholtzstrasse 13
77652 Offenburg
Werner-von-Siemens-Strasse 12
77656 Offenburg-Elgersweier

6. LDienst:
Dienst-Parameter:

Zeit bis System-Shutdown (Netzausfall)
System-Shutdown (Verbindung verloren)

{§ TECControl

| Einstellungen [ Benutzerverwaltung Info

Uberwachung: Ein

]

Zeit bis Shutdown Zeit bis Dateistart

0 sec

g .

Zeit bis Dateistart

Shutdown wird ausgefiihrt ausgefihrt ausgefiihrt
USV Status: Pufferbetrieb [ Uberwachung stoppen \
aktueller Benutzer: Level 0 aktueller ComPort: 1 [ Verstecken | | Beenden |

J. Schneider Elektrotechnik GmbH

9. Uberwachung*:

System-Shutdown steht unmittelbar
bevor. Dateien wurden ausgefuhrt.

Tel. 0781/ 206-0
Fax 0781/253 18
www.j-schneider.de
info@j-schneider.de
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Quickstart: TECControl 140411
Software Installation
(8 TECContro (8l TECControl 8 TECControl = =

License Agreement

Flease take a moment to read the icenze agreement now. |f you accept the terms below, click
Agree”’, then "Mext”. Othenwize click "Cancel".

1. The licence agreement must be
accepted before starting the
istallation.

Flowchart

choose components

You can zelect which of the four components pou want ba inzkall

License Agreement || Driver Software Eolder

1. English | | [ Service C:MProgram Files'). Schneider Elektrotechnik. GrbHSTECCaontral | Browse... |

2. German

| DiskCost. |
1.
This Software is distributed form J. Schneider Elektrotechnik GmbH as an Ingtall TECControl for yourself, or for anyone who uses this computer:
accessory for the DC-UPS. It is only allowed to use this application with J.
Scrﬂmmder Elrelftrnt_:?cl:hnm“G_n]bH DE.‘:—LIF‘S S].rstenflsl._ ”. IS nlnt _Iallnwed to copy the - 88 Eerione
C | Do Mat Agree @ | Agree O Just me
Cancel Cancel | | < Back | l et

2 The installation file folder and the
users of the TECControl-Software can
be selected freely.

TECControl Sevice

Select Installation Folder

The inztaller will inztall TE CContral ta the following folder.

Tainztall in thiz folder, click "MNest". To install to a different falder, enter it below or chck "Browse"

3. Optionally to the Windows-Software

the device driver and the TECControl-
Service can be installed.

| | i | | i
| | | I
| |
PC working : | working
| |
| ' d i | i
| I |
Grid ' ; : :
| | |
| | |
| | | i : : i
TECControl monitors the . Shutdown-signal | Shutdown ' | : .
Al | |
Service Crid Shutdown-timer to UPS BC | | monitors the Grid
| |

-

PC : .| Windows waits for User Windows is |
PC v Windows is preparing login login tarting Windows at work User logout
TECControl 15 started by . Disconnect the
Serilie R monitors the UPS UPS Connect to the UPS

TECControl Systemstart
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Quickstart: TECControl
Operation of the TECControl Software

140411

& TECControl

I Setting Userlevel management | Info Monitoring Setting User-level management | Info

General

 Ifmainsfailure  SEEELLTERE | Ifmains failure | /] Shutdown 6 Delay till Shutdown ( 0-600 sec)
If low capaci If low capaa
L I [Engiish .| . 11w cpact B
connection gets lost connection gets lost _ _
Upé... T |¥| Consider low capacity error a0 Delay till S_hutdc:wn at
— = low Capacity ( 1-1 sec. }
ST Choose interface SEE 5
|¥| Message

9 automatic Coml ' manuel Device class: serial device
¥ Warning tone

Logfile

logfile save |

|| Creat a logfile V| Datafile execution l

Delay till Datafile exe. { 1-1 sec. )

choose Datafile |

4| Shutdown will executed if "Mains OK”

Autostart

[#| Autostart
Datafile will be Shutdown the PC

J. Schneider Elektrotechnik GmbH ). Schneider Elektrotechnik GmbH

{§ TECControl =l =)
Setting | User-level management | Info
General
el e /I Shutdown 90 Delay till Shutdown ( 0-600 sec)

| If low capacity | (with mains failure)

connection gets lost
UPS

Service

|¥! Consider mains error

[¥ Message
[¥| Warning tone

¥/ Datafile execution 55 Delay till Datafile exe. (

choose Datafile |

Y] Shutdown will executed if "Capacity OK"
Datafile will be Shutdown the PC

2 .If mains failure“:
Possible actions: System shutdown,
signal, audio warning, execution of an
external file/program.

1. .General*:
Possibility of selection of language,
interface, journal and autostart.

1. Schneider Elektrotechnik GmbH

& TECControl #§ TECControl = | Bl

3. .Iflow capacity‘:
Possible actions: System shutdown,
signal, audio warning, execution of an
external file/program.

Userlevel management | Info

General

| Wonitoring_|

General

Setting

Setting | User-level management Info

If mains failure

If mains failure

¥/ Shutdown 50 Delay till Shutdown ( 0-600 sec ComPort: 10 UPS Type: C-TEC

If low capacity If low capacity

I connection gets lost | connection gets lost
UPS

Service

[¥] Message

Value at Device

| Warning tone power-off delay after

¥/ Datafile execution 6 Delay till Datafile exe. ( 1-600 sec. )

| choose Datafile

J. Schneider Elektrotechnik GmbH 1. Schneider Elektrotechnik GmbH

| TECControl =|E
Setting Userlevel management | Info
SEIEE
Hriauirs 'r3|lu_re - G Time until Shutdown + Shutdownimpulstime.
If low capacity actual: 5sec
connection gets lost |
UPS [¥| Shutdown if connection gets lost a0 Delay till Shutdown ( 0-600 sec.)

Service

9., UPS*:
adjustment of the device parameter
shut down delay at USB Shutdown-
Signal.

4. .Connection gets lost“:
Possible action: System shutdown.

J. Schneider Elektrotechnik GmbH

6...Service*:
Service-Parameter:
time until system-shutdown
(mains failure)
system-shutdown (connection lost)

& TECContral = | @

{§ TECControl = B

& TECControl = | E

Userlevel management Info

Monitoring ‘ Setting Monitoring

| Userlevel management

Userlevel selection

change Password

3]

Monitoring: On Mains: OK

Delay Shutdown

Capacity : OK
I I I

Delay Datafile exe.

actual User: Level O Lock settings

change Password‘

old Password new Password new Password again

{only four-digit Mumber)

Delay Datafile exe.

UPS status: mains operation [

actual User: Level 0 actual ComPort: 1 I Hidden | [ Exit ‘

1. Schneider Elektrotechnik GmbH

J. Schneider Elektrotechnik GmbH

Userlevel management Info

Monitoring

Setting

Y
Delay Shutdown Delay Datafile exe. Delay Datafile exe.
0 sec 0 sec 0 sec

Shutdown is executed executed executed
UPS status: buffer mode | StopMonitoring |
actual User: Level 0 actual ComPort: 1 [ Hidden ‘ [ Exit

J. Schneider Elektrotechnik GmbH

~Monitoring*:
" Monitoring of the present UPS state. It
is possible to stop the monitoring and
to hide the TECControl.

[ .Userlevel management*:
possibility to protect adjustments of the
TECControl software.

Helmholtzstrasse 13
77652 Offenburg
Werner-von-Siemens-Strasse 12
77656 Offenburg-Elgersweier

9. ~Monitoring*:

System shutdown is imminent. Files are

executed.

Phone +49 (0781 / 206-0 @__D)

Fax +49(0)781/253 18
J. Schneider
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